
    

      
      

 

 

 

 

◆ Low power consumption, easy cooling, luminous evenly, 

night vision without white circle.  

◆ color reducibility good, the picture more meticulous, 

resolution higher character action not lag, 

◆ 3 d / 2 d noise reduction (HDNR), intelligent infrared 

exposure 

◆ Can detect  face size, minimum for 20 * 20 (pixels), 

maximum D1 (720 * 480) (pixels). 

◆ the same picture up track 64 face  

◆ Resolution: 700TVL Min. illumination: 0Lux (IR ON)IR 

distance:80m(2xArray LED) 

  

 
 

  

Model PS-821F 

imaging Device 1/3"SONY CCD 

Number of Pixels 
PAL:976(H)*582(V) 

NTSC:976H)*494(V) 

Horizontal Resolution 700TVL 

Minimum Illumination 0.001Lux/F1.2 

S/N Ratio >52dB 

Lens 6mm 

White Balance Auto 

Sync.System Internal 

AGC Auto 

Electronic Shutter 1/50(1/60)~1/100,000sec 

Gamma Correction >0.45 

Backlight Compensation Auto 

Intelligent infrared 

exposure 
Auto 

Face recognition Auto 

Video Output 1.0Vp-p/75Ω 

System of Signal PAL/ NTSC 

Power Supper DC12V，2A 

Dimensions 143(L)*96(W)*91(H)mm 

Operation Temperature -20℃ to -50℃ 

Weight(g) 800g 

View Distance 10-15m 

Waterproof Rata IP66 
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