
 

     

    
    

 

  

     

 

 

 

- 1/3"Sony  Effio 

- Horizontal Resolution of ove 

- ATR (Adaptive Tone Reproduction) 

- 2D noise reduction 

- Preset OSD menu (7 languages) 

- Motion Dection 

- Privacy Region Shielded 

- O.S.D Menu 

- HLC 

- DC/Video servo 

- Dual analog and digital output 

- Low power consumption 
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Model No.  PS-K3165 

Power DC12±10% Max 2.0W 

Sensor 1/3 inch Sony Effio 

Effective Pixels 
NTSC:976(H)×494(V) 

PAL:976(H)×582(V) 

Sync. System Internal 

O.S.D Available (7 languages) 

Backlight Compensation BLC/HLC/OFF selectable 

Resolution Color 650TVL 

S/N(Y Singal) ≥65dB(AGC OFF) 

Mini Illumination 
Color Model: 0.001 Lux 

B/W Model: 0.0001 Lux 

White Balance ATW/PUSH/USER 1/ USER 2/ANTI CR/MANUAL/PUSH CLOCK 

Gain Control Yes 

Motion Dection On/Off (4 Zone) 

Privacy On/Off (4 Zone) 

Mirror(H-REV) ON/OFF 

SHARPNESS ON/OFF(Level Adjutable) 

D/N Selection Color/Black&White/Auto 

ATR On/Off 

Noise Reduction 2D-NR) 

Picture Adjustment Yes 

White Pixel Detection and 
Compensation 

Static and Dynamic 

Automatic Adjustment of 
Mechanical Iris 

Yes 

Analog Output Y/C Separate video, Composite video 

Lens Auto (DC/Video)/Manual 

DIMENSION 80(W) x 80(H) x 162(L) 

WEIGHT 810g 

 

SPECIFICATION 
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